YE3系列
高效率三相异步电动机

概述 General introductions

	环境空气温度 Ambient air temperature
	-15~40

	海拔 Elevation
	不超过1000米 less than 1000 meters

	额定电压 Rated voltage
	380V（可根据用户定制/Can be customized）

	冷却方式 Cool method
	IC411

	额定频率 Rated voltage
	50Hz（可根据客户定制/Can be customized）

	工作方式 Working mode
	连续（S1）Continuous

	绝缘等级 Insulation class
	F级 Class F

	防护等级 Protection grade
	IP55


YE3系列（中心高H80-355mm、0.55-375kw）电动机是全封闭、自扇风冷式鼠笼型三相异步电动机，产品能效与IEC60034-30的IE3保持一致。一般电压为380V、频率为50Hz，也可按客户要求定制。工作环境-15-40℃，海拔不超过1000M，绝缘等级F（B极考核）、防护等级IP55、冷却方式IC411、工作制S1、安装方式符合IEC和DIN标准。
YE3系列电动机为一般用途的电动机，适用于驱动无特殊要求的各种机械设备。YE3系列电动机满足GB18613-2012能效限值2级。

YE3 Series (Center height H80-355mm, power range 0.55-375kw) electric motor is full-enclosed fan cool squirrel cage three phase induction motor, Energy efficiency meet IE3, novelty appearance and firm structure. Usually 380V 50Hz and can also meet customer special requirement. Working environment: -15-40℃,altitude: below 1000m, insulation grade: class F, IP54, cooling method: IC411, Duty: S1, meet standards IEC and DIN ,applied internationally in all kinds of machines that need motor drive. YE3 Series electric motor fit GB18613-2012 Eff2 is your best choice.
